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TYPE 10
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SEE BASE
DETAIL

COMPACT BACKFILL TO
90% RELATIVE COMPACTION

SEE STD. DWG. E-25
FOR CONDUIT DETAIL
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GENERAL NOTES

ALL WORK SHALL CONFORM TO THE APPLICABLE
SECTIONS OF THE SPECIFICATIONS ENTITLED
"STANDARD SPECIFICATIONS, STATE OF CALIFORNIA,
BUSINESS AND TRANSPORTATION AGENCY, DEPARTMENT
OF TRANSPORTATION"” AND THE NATIONAL ELECTRICAL
CODE.

LUMINAIRE SHALL BE COBRA HEAD TYPE, 120V HIGH
PRESSURE SODIUM—VAPOR WITH TYPE IV QUICK
ACTING PHOTOELECTRIC CELL AND HAVE A HIGH
POWER FACTOR REACTOR BALLAST. LENS SHALL BE
POLYCARBONATE PLASTIC. BULB SHALL BE 150 WATT
OR 70 WATT.

ALL STREET LIGHTS SHALL BE NUMBERED. NUMERICAL
SEQUENCE TO BE OBTAINED FROM P.G.&E. NUMBERS
TO BE 1 1/2” HIGH AND INSTALLED NINE FEET
ABOVE FINISHED GRADE.

FIELDCAST FOUNDATION, CLASS "B’
CONCRETE,OR GALVANIZED |
AUGER STYLE FOUNDATION,

(AB CHANCE 8" OR EQUAL).
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2,,I__ THREE #6 COPPER
MAX CONDUCTORS (THHN
: AND ONE #8 COPPER
TYPE "NM” CONDUIT, CONDUCTOR.

REFER TO TABLE ON
STD. DWG. E-25 FOR
MORE INFORMATION.

STREETLIGHT-MAJOR

STREET
WITH BASE, PULL BOX & PVC CONDUIT
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